
- Rated for 110V to 250V and a maximum of 20A according to country specific standards
- Material: ABS and PA6 in V0 specification (self-extinguishing according to UL94)
- Low concentration of heavy metal
- Aluminium casing is safely grounded to avoid electrocution 
- Wiring: 3 x 1.5mm2 standard; 3 x 2.5mm2 upon request

Please follow local standards for electrical installation.

Special Combinations
- Monitor Arm (requires a bracket underneath)
- Lapguard
- Grommet Hole

- Executive Desks
- Conference Tables
- Boardroom tables
- Meeting Tables
- Hotel Rooms

- Sleek and clean design
- Unit sits flush with table top surface
- Customizable into various configurations
- Available in various lengths
- Quick and tool-free installation with click-stop mechanism 
- Plug & Play technology

NETBOX Style is a built in power, data and multimedia unit that offers open access 
and sits flush with the table surface.
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Application Range

Technical Details



M 2 3 4 5 6 7 8 9 10
A 132 185 238 291 344 397 450 503 556
B 140 193 246 299 352 405 458 511 564
C 132.9 185.9 238.9 291.9 344.9 397.9 450.9 503.9 556.9
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M = Number of Outlet Modules
A =  Installation Length
B = Total Length
C = Total Length of Cut Out  

Country Malaysia Singapore
Hong Kong

Australia
New Zealand

Japan GCC Countries Indonesia

Approvals /
Test Institute

NETBOX Style

www.ah-meyer.com.my

Dimensions

Standards and Approvals
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